Colortrac SmartLF Gx+ 42 and Gx+ T42 large format scanners

Software andccessories

SmartLF Gx+ 42 with floor stand and

PC / flatsceen mounting.

The award-winning SmartLF Gx+ 42 / Gx+ T42 large format
scanners are affordable 42” wide, ENERGY STAR qualified,
CCD devices offering high quality optimized color imaging
performance, 1200 dpi optical resolution, Ethernet 1000
connectivity and instant-on LED long-life illumination.

Ideal for full color graphics, photographs, map S,
AEC, CAD and GIS technical document s.

SmartLF CCD (contact charge device)
technology captures a wide color
gamut and a high dynamic range.

Color gamut determines how many
different colors the scanner can
accurately capture; dynamic range
governs how much detail the scanner
can see in dark areas before “blacking
out”. SmartLF Gx+ scanners use 48-bit
color capture to ensure that your scans
and copies are exceptionally colorful
images with clear shadow details.

The higher the optical resolution of a
scanner, the smaller and finer are the
details that it can capture from the
original. The 1200 x 1200 dpi optical
resolution of your Gx+ scanner is the

highest in its class. This helps capture
the finest image detail when scanning
monochrome technical drawings.

SmartLF Gx+ scanners combine the
traditional benefits of CCD imaging -
the capture of a wide color gamut and
a high dynamic range - with the chief
benefit of CIS (contact image sensor)
scanners - the capture of sharp, fine
line details in technical drawings.

The new SmartLF Gx+ scanner
series provides the best and most
cost-effective way to gain the

benefit s of both CCD and CIS
imaging in one affordable device.

For capturing high quality color and

fine line monochrome det ail in one

productive, fast scanner , get smart -
SmartLF Gx+.

Floor st and

Minimizes the installed footprint of the scanner and
positions the document feed at a comfortable and
convenient height for most users to work at.

Paper catch basket

For floor stand. Catches scanned documents as they
are ejected from the rear of the scanner and retains
them in a holder for easy collection later.

PC / flat screen mounting
For floor stand. Combines a SmartLF scanner with a
Floor stand with paper catch baskePC, screen and keyboard to create a self-contained
and PC / flat s@en mounting. and practical scanning workstation.

SmartLF All-in-One (included)

Easy to use scanning and copying
software designed for nonspecialists. It
includes all essential functions such as
scan to file (PDF, TIFF, JPG) and scan
to copy (any Windows printer).

ScanWorks (optional)

Powerful scan to file software with a
unique "scan-it-once" ability to ensure
that top quality scanned images are
produced in the least amount of time.

ScanWorks requires a minimum of
scanner activity as ALL image
adjustment can be made from just one
scan of the document. This gives you
the fastest workflow and productivity in
technical document scanning today. Its
interactive adaptive thresholding for
flexible real-time image restoration and
enhancement is “a joy.... provides the
best results.” (Cadalyst April 2007)

CopySmart (optional)

Simple to use but advanced
professional scan to copy software
with dedicated Colortrac printer driver
support for market leading printers.

CopySmart gives high definition color
scan and print productivity. Its color and
paper management controls include
quick and simple user ICC profiling,
color adjustment, image cropping,
paper economy and predictable copy
sizing to ensure economic, professional
quality color copies every time.

ISIS driver
Industry standard ISIS scanner driver
available for EDC / EDM systems.

CLASP software (optional)
(CoLortrac Approved Software
Products). Third party software from

Universal Reps Sand
withPC / flat sceen mounting.

Universal Repro S tand

A floor stand for use with popular large
format printers. The scanner is held
above the printer to minimize the
combined footprint and create a
practical scan-to-copy workstation.
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Colortrac SmartLF Gx+ 42 and Gx+ T42 large format scanners Technical Specifications

The SmartLF Gx+ 42 &T32Hthick media) scanner models are available in three performance levels with featurfesesytap@eafandif If your
requirements change, the m and ¢ models can be upgraded on-site at your premises quickly and easily using our simple scanner upgrade

| standard o optional - not supported

Maximum image width 42in (106.7cm) Image length: not limited by scanner I
Maximum media width 46in (17cm)  Thickness: Gx+ 0.08in (2mm)T G## (20mm) | /o I /o I /o
Scan speetis/sec 24-bit RGB color @ 200dpi - 1.00 200
8-bit grayscale & monochrome @ 200dpi 12.00| 12.00 12.00
Scan accuraty +/-0.1% +/-1 pixel I I I
Optical resolution Dots per inch (dpi) (User selection of 1200x1200 or 600x600 modes) 1200 1200 120
Extended resolufion Linear interpolation from 100 to 9600dpi in 1 dpi steps 9600 9600 960
Scan modes 16.7 million color RGB (24-bit) - I |
256 & 16 color RGB adaptive indexed color palette (8-bit & 4-bit) - I |
256 level grayscale (8-bit) I I I
Black & White (1-bit) I I I
Digital image processing 2D IntelligeAtdaptiv@ hresholding TA(1-bit mode) I I I
ggg{g;gggggﬁgﬁ;ﬁggg?ﬂgogggvggg< FixedThreshold Black & White (1-bit mode) | | |
image processing filters and tools) | Dynamic Normalizafipplication (DNA) with 16-bit super sampled data I I I
Color Space Normalized / linearizethRRGB or sSRGB - I |
Color image processing Gamma, brightness, black & white point adjustment - I |
Advanced 2+3 wheel-drive | Dual precision ground drive rollers I I I
Active Pap@ransport (APT) | Dual all-wheel-drive contour rollers with high grip rubber tyres I I I
Single media hold down roller optimized for superior L/R stitch I I I
Face down, front loading, rear exit media path with side or center justifigatioh I I
Automatic media size detection with reliable optical media sensors I I I
Motorized@hick Media Adapts thaPTfor media up to 20mm (0.8in) thick o] o] o]
adjustment (MTM) Automatic detection of optimum grip roller pressure o] o] o]
(Gx+T range) Simple operation from scanner control panel at the touch of a button 0 0 o]
All digital image sensor 6 x quadri-linear CCDs each with 10,800 pixels (RGB + monochrome) I I I
technology Rigid monocoque chassis provides accurate camera positioning & locatjon | I I
48-bit primary point color image capture - I |
16-bit primary point grayscale image capture I I I
Panchromatic monochrome and black & white I I I
Light source Bi-directional extra long-life LED light system for optimum object illuminatior and| | I
instant-on scanning capability
Optics 6 x micro lens with integral infra red filter I I I
User status & one touch LCD scanner control panel provides easy walk up operation and user I I I
operation selection of scanner mode with stop, forward, rewind, scan & copy buttgns
User selectable IP address, local language options and panel overlay I I I
MTM control buttons (Gsange) o] o] o]
Scanner maintenance and | Customer installable, plug 'n' play scanner I I I
user replaceable parts Precision media calibration with DNA 16-bit super sampled data I I I
Automatic digital stitch adjustment / Easy access for cleaning I I I
Chemically treated, scratch resistant scan glass with magnetic mounts I I I
SmartLRIl-in-One software | Scan-to-file with real-time image viewer I I I
(included) Scan-to-copy with real-time image viewer I I I
Scan-to-email with real-time image viewer I I I
DriversTIFFJPEG, PNG, PDF file formats I I I
Interface (included) Ethernet 1000 (2m) & USB 2.0 (2m) data cables / local power cable I I I
Windows Imagdecquisition (WIA) / Still Image Interfate (STI) I I I
Dimensions & weight 56.7in wide x 7in high x 14.6in deep (144 x 18 x 37cm) 97Lbs (44kg) I I I
Power requirements External power supply 100~260aUtosensing +/-10%, 50~60Hz I I I
Scanner power consumption 72Wh (scanning) 4.5Wh (standby) I I I
Environmental impact ENERGYAR and RoHS compliant I I I
Operating conditions 10°C - 35°C, 35% - 80% RH non-condensing I I I
Scan software ScanWrks ~ professional scan-to-archive & post scan image processinq o] o] o]
Copy software CopySmart ~ professional scan-to-print with IT8 color matching o] o] o]
EDC software ISISMdriver ~ connect seamlessly to EDM systems & database o] o] o]
Scanner accessories Floor Stand 32.3in high x 21.7in deep (82 x 55cm) 29Lbs (13kg) o o o]
Paper catch basket (floor stand is required) o] o] o]
PC & LCD monitor mounting kit (floor stand is required) 0 o o]
Universal repro stand with PC & LCD monitor mounting kit o] o] o]
72in wide x 53.5in high (max incl. scanner) x 31.5in deep (183 x 136 x $0crn) o o]
99Lbs (45kg), max permissible printer heightl8%5m)(1 0 o o]

[1 Media wider than 43in (109.2cm) may exhibit some degradation inTihe sceyeaj¢ds proportional across the full range of resolutions supportedAgtifes scantieres will depend on the host

system performance. Quoted top speeds may be limitied iyetbardwidth of the USB2 or ethernet i/f and are not guaranteed for all Miedlachipesd fan accuracy may vary depending on the

operating environment and the type & thickness of firediadx[shum resolution & size selectable for an image is limited by the file format specified, the available disk space & the computer operating system.]
[5 16 color RGB (4-bit) adaptive indexed palette images are a feature of the optionalb@aiatiasaBedr®/Languages suppaebit, Chinesadditional), English, French, German, ltalian,

Japanese, Korean, Portuguese, Russian, Spanish.] [7 Microsoft WIA/STI is specified for the.}JEBr iGteldaraamugmmended minimum PC specification, gocalorragvcom/support/
system_requirements.htm.] [Colortrac SmartLF Gx+ scanners comply S/RMRENBRGY, FCC,aid RoHS standards and regulations.] Colortrac Ltd makes no warranty of any kind with respect to the
information contained in this document and reserves the right to change specifications without notice. Colortrac and SmartLF® areAladérertiadehtokstaae ttd.property of their respective

owners. Copyright © 2009 Colortr@oladrac SmartLF wide format scanners are designed and manufactured by Colortrac Ltd.
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